zone || W2-TI5(0)-3618 WORKN  W2-T1I5(0)-3618
SPEED H1 SPEED
@ | R2-1-3648 D@ || o R2-1-3648
45 55
peaivs. || W2-IH3(0)-3612 ResuMzS || W2-1114(0)-3612
e
: — ® 900 FNE « 2on¢ || 620-1103(0)-3660
Wow | R2-1106-3618 vy || [271106-3618 WORK ZONE
‘, W20-1101(0)-48
/
<= / / \ <?:‘ \
<= [ /
o . 1000’ to 3500° / 2000"_max.
MEDIAN ,
500’ - / | 200"
et 1 '”‘
P
= | | | | =>
SRR P ‘ ” i
: T i T Wiii43 t ¥ vE # AT /2’//}//1“/}////{“/5//-+/ =>
2 8 ¢ B 300" MIN. | W -
f 1 <
300’ ‘! N
1000’ e 500’ .

DIRECTION INDICATOR BARRICADES AT 50’ CENTERS

TYPE II BARRICADES, DRUMS OR VERTI

CLE BARRICADES AT 100’ CENTERS

Y

STANDARD 701400 (SPECIAL) FOR APPROACH

SEE TRAFFIC CONTROL AND PROTECTION
TO LANE CLOSURE DETAILS

SYMBOLS
t ARROW BOARD

777, WORK AREA

+ WORKER
b SIGN
ﬁ DIRECTION INDICATOR BARRICADE WITH
STEADY BURN MONODIRECTIONAL LIGHT @
i TYPE 11 BARRICADES, DRUM OR VERTICAL
BARRICADE WITH STEADY BURN
MONODIRECTIONAL LIGHT
® Flagger with traffic control sign

(@ REFLECTORIZED TEMPORARY PAVEMENT MARKING

TAPE SHALL BE PLACED THOUGHOUT THE TAPER

AND FOR 300’ ALONGSIDE THE WORK
AREA WHEN THE CLOSURE TIME IS GREATER

THAN FOURTEEN DAYS. THE EDGE LINE SHALL BE

WHITE FOR RIGHT LANE CLOSURES AND YELLOW

FOR LEFT LANE CLOSURES. TEMPORARY RAISED

REFLECTORIZED PAVEMENT MARKERS AT 25'
CENTERS SHALL BE USED TO SUPPLEMENT THE
PAVEMENT MARKING TAPE.

WORK ZONE SPEED LIMITS SIGNS AND FLAGGER
SIGNS SHALL BE MOVED AS NECESSARY TO
MAINTAIN THE REQUIRED SPACING BETWEEN
THE SIGNS AND THE WORKERS IN EACH SEPARA
WORK ACTIVITY.

TE

GENERAL NOTES

THIS STANDARD IS USED WHERE AT ANY TIME
ANY VEHICLE, EQUIPMENT, WORKERS OR THEIR
ACTIVITIES WILL ENCROACH ON THE LANE
ADJACENT TO THE SHOULDER OR ON THE
SHOULDER WITHIN 24" OF THE EDGE OF
PAVEMENT,

THIS STANDARD MUST ALWAYS BE USED
IN COMBINATION WITH TRAQFFIC CONTROL
AND PROTECTION DETAIL 701400 (SPECIAL).

THIS STANDARD ALSO APPLIES WHEN WORK IS
BEING PERFORMED IN THE LEFT LANE. UNDER
THESE CONDITIONS, THE SET UP WOULD BE A
MIRROR IMAGE TO WHAT IS WHAT IS SHOWN.

A CHECK BARRICADE SHALL BE PLACED IN THE
MIDDLE OF THE CLOSED LANE AND AT THE
SHOULDER AT 1000” CENTER.
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